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OPTICAL COMMUNICATION DEVICE

BACKGROUND

1. Technical Field

The present disclosure relates to communication devices,
and particularly to an optical communication device.

2. Description of Related Art

Optical communication devices include optical fibers,
light-emitting units, a lens unit, and light-receiving units. The
optical fibers include entrance optical fibers and exit optical
fibers. The lens unit is configured for coupling the optical
fibers to the light-emitting units and the light-receiving units.

The lens unit includes entrance lenses and exit lenses. The
entrance lenses and the exit lenses are on a same surface of the
lens unit. Thus, the entrance optical fibers and the exit optical
fibers are on the same side of the lens unit. The optical
communication devices include many optical fibers, the lens
unit cannot have enough area for setting the entrance lenses
and the exit lenses.

Therefore, it is desirable to provide an optical communi-
cation device, which can overcome the limitation described.

BRIEF DESCRIPTION OF THE DRAWINGS

The components of the drawings are not necessarily drawn
to scale, the emphasis instead being placed upon clearly illus-
trating the principles of the embodiments of the present dis-
closure. Moreover, in the drawings, like reference numerals
designate corresponding parts throughout several views.

FIG. 1 is a schematic view of an optical communication
device, according to an exemplary embodiment of the present
disclosure.

FIG. 2 is a cross-sectional view of the optical communica-
tion device, taken along line I1-1I of FIG. 1.

DETAILED DESCRIPTION

FIGS. 1-2 show an exemplary embodiment of an optical
communication device 100. The optical communication
device 100 includes a light-receiving unit 101, a light-emit-
ting unit 102, a first optical fiber 30, a second optical fiber 40,
and a lens unit 70. The light-receiving unit 101 includes a first
circuit board 10 and a photodiode 20. The light-emitting unit
102 includes a second circuit board 50 and a light-emitting
element 60. The lens unit 70 is configured for coupling the
first optical fiber 30 to the light-receiving unit 101 and is
configured for coupling the second optical fiber 40 to the
light-emitting unit 102.

The first circuit board 10 can be a hard circuit board or a
flexible circuit board. The second circuit board 50 can also be
a hard circuit board or a flexible circuit board. The light-
emitting element 60 can be a light-emitting diode or a laser
diode.

The lens unit 70 includes a first portion 71 and a second
portion 72 connected with the first portion 71. The first por-
tion 71 is configured for coupling the first optical fiber 30 to
the light-receiving unit 101. The second portion 72 is config-
ured for coupling the second optical fiber 40 to the light-
emitting unit 102.

The first portion 71 includes a first entrance surface 711, a
first exit surface 712, and a first reflecting surface 713. The
first entrance surface 711 is substantially perpendicular to the
first exit surface 712. An included angle between the first
reflecting surface 713 and the first entrance surface 711 is 45
degrees. An included angle between the first reflecting sur-
face 713 and the first exit surface 712 is also 45 degrees. Four
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first entrance lenses 7110 are defined on the first entrance
surface 711 and four first exit lenses 7120 are defined on the
first exit surface 712. The first optical fiber 30 is located to
face the first entrance lenses 7110. The light-receiving unit
101 faces the first exit lenses 7120. Light emitted by the first
optical fiber 30 emits onto the first reflecting surface 713 of
the first portion 71 through the first entrance lenses 7110 of
the first entrance surface 711. After the light is reflected by the
first reflecting surface 713, the light exits from the first portion
71 through the first exit lenses 7120. The light-receiving
element 20 receives the light.

In other embodiments, the number of the first entrance lens
7110 and the first exit lens 7120 can be one, two, or three, etc.

The second portion 72 includes a second exit surface 721,
a second entrance surface 722, and a second reflecting surface
723. The second exit surface 721 and the first entrance surface
711 are coplanar. The second reflecting surface 723 is sub-
stantially perpendicular to the first reflecting surface 713 of
the first portion 71. The second entrance surface 722 is par-
allel with the first exit surface 712 of the first portion 71.

The second exit surface 721 is substantially perpendicular
to the second entrance surface 722. An included angle
between the second reflecting surface 723 and the second exit
surface 721 is 45 degrees. An included angle between the
second reflecting surface 723 and the second entrance surface
722 is also 45 degrees. Four second exit lenses 7210 are
defined on the second exit surface 721 and four second
entrance lenses 7220 are defined on the second entrance sur-
face 722. The second optical fiber 40 is located to face the
second exit surface 721. The light-emitting unit 102 faces the
second entrance surface 722. Light emitted by the light-emit-
ting element 60 of the light-emitting unit 102 is emitted onto
the second reflecting surface 723 of the second portion 72
through the second entrance lenses 7220. The light is
reflected by the second reflecting surface 723 onto the second
exit lenses 7210 to enter the second optical fiber 40.

In other embodiments, the number of the second entrance
lens 7220 and the second exit lens 7210 can be one, two, or
three, etc.

The lens unit 70 includes the first portion 71 and the second
portion 72. The light-emitting unit 102 is located to face the
second entrance surface 722 of the second portion 72 and the
light-receiving unit 101 is located to face the first exit surface
712 of the first portion 71. The first exit surface 712 and the
second entrance surface 722 are on opposite sides of the lens
unit 70. Even if the optical communication device 100
includes more than four first optical fibers 30 and second
optical fibers 40, the lens unit 70 can have enough area for
setting the first entrance lens 7110, the first exit lens 7120, the
second entrance lens 7220, and the second exit lens 7210.

Itis believed that the present embodiments and their advan-
tages will be understood from the foregoing description, and
it will be apparent that various changes may be made thereto
without departing from the spirit and scope of the disclosure
or sacrificing all of its material advantages, the examples
hereinbefore described merely exemplary embodiments of
the disclosure.

What is claimed is:

1. An optical communication device, comprising:

a light-receiving unit;

a first optical fiber;

a light-emitting unit;

a second optical fiber; and

a lens unit, wherein the lens unit comprises a first portion

and a second potion, the first portion comprises a first
entrance surface, a first exit surface, and a first reflecting
surface, the first entrance surface is perpendicular to and
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connected to the first exit surface, the first entrance sur-
face, the first exit surface, and the first reflecting surface
are arranged in a triangular shape, the first optical fiber
faces the first entrance surface, the light-receiving unit
faces the first exit surface, the second portion comprises
a second entrance surface, a second exit surface, and a
second reflecting surface, the second entrance surface is
perpendicular to and connected to the second exit sur-
face, the first entrance surface and the second exit sur-
face are coplanar, the second entrance surface, the sec-
ond exit surface, and the second reflecting surface are
arranged in a triangular shape, the first exit surface is
parallel with the second entrance surface.

2. The optical communication device of claim 1, wherein
the light-receiving unit comprises a first circuit and a photo
diode, the photo diode is located on and electrically con-
nected to the first circuit board.

3. The optical communication device of claim 2, wherein
the first circuit board is selected from the group consisting of
hard circuit board and flexible circuit board.

4. The optical communication device of claim 1, wherein
the light-emitting unit comprises a second circuit board and a
light-emitting element, the light-emitting element is located
on and electrically connected to the second circuit board.

5. The optical communication device of claim 4, wherein
the light-emitting element is selected from the group consist-
ing of a light-emitting diode and a laser diode.

6. The optical communication device of claim 4, wherein
the second circuit board is selected from the group consisting
of hard circuit board and flexible circuit board.

7. The optical communication device of claim 1, wherein
the first entrance surface comprises a first entrance lens, the
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first exit surface comprises a first exit lens, light emitted by
the first optical fiber emits onto the first reflecting surface of
the first portion through the first entrance lens, the light
reflected by the first reflecting surface emits onto the first exit
lens to enter the light-receiving unit.

8. The optical communication device of claim 1, wherein
the second entrance surface comprises a second lens, the
second exit surface comprises a second lens, light emitted by
the light-emitting unit is emitted on the second reflecting
surface of the second portion through the second entrance
lens, the light is reflected by the second reflecting surface onto
the second exit lens to enter the second optical fiber.

9. The optical communication device of claim 1, wherein
the first reflecting surface is perpendicular with the second
reflecting surface.

10. The optical communication device of claim 1, wherein
an included angle between the first reflecting surface and the
first entrance surface is 45 degrees, an included angle
between the first reflecting surface and the first exit surface is
45 degrees.

11. The optical communication device of claim 1, wherein
an included angle between the second reflecting surface and
the second entrance surface is 45 degrees, an included angle
between the second reflecting surface and the second exit
surface is 45 degrees.

12. The optical communication device of claim 1, wherein
the first entrance surface is directly connected to the first exit
surface and the second entrance surface is directly connected
to the second exit surface.

13. The optical communication device of claim 12,
wherein the lens unit is formed in one-piece structure.
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